Product description

SULZER

Nazwa | Nr Art. Licz.| Cena/PLN|  Wart./PLN
XFP100E VX 50HZ

Pompa odsrodkowa: 2 Na zapyt. Na zapyt.
XFP100E VX

XFP

Submersible sewage pump type ABS XFP range of submersible pumps (PE1 to
PE3) are supplied for reliable and economic pumping of clear water,

polluted water and most heavily polluted sewage containing solids, faecal slurry
and sludge in commercial, industrial

and municipal application. Driven by Premium Efficiency IE3 motor in according with
IEC 60034-30,

exceeding CEMEP EFF 1. Motor insulation according to Class H, temperature rise
according to Class A.

Explosion proof as standard, ATEX, FM and CSA.

Continuously rated motor suitable for wet and dry installation as standard.(PE1 and

PE2)

PE3 has the option of internal closed loop cooling system for dry installation.

Equipped with temperature and moisture sensors as standard.

Standard sewage hydraulic with Contrablock plus gives enhanced levels of

blockage

resistance and excellent rag handling with large free solids passage of 75 mm

minimum.

50Hz

Capacity up to 750 m3/h

Head, max. 74 m

60Hz

Capacity up to 3500 US g.p.m.

Head, max. 330ft

Type: XFP100E VX
Technical data

Delivery rate 129,99 /s
Delivery head 15,278 m
Hydr. Efficiency 132,56 %
Total efficiency 129,14 %
Shaft power 1 4,849 kW
Speed 1 1474 1/min
Impeller type : Vortex impeller
Motor output 16 kW
Voltage 1400V
Frequency :50 Hz
Suction outlet : DN100
Discharge outlet : DN100

Cena catkowita

Na zapyt.




XFP100E VX 50HZ

SULZER
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Specyfikacja danych roboczych
Przeptyw 301/s Wysokos¢ podnoszenia 528 m
Sprawnosé 32,6 % Moc na wale 4,85 kW
NPSH Om Medium Woda
Temperatura 20°C Rodzaj instalacji edynczych pracujgcych réwnolegle
Liczba pomp 2
Dane o pompie
Typ XFP100E VX 50HZ Producent SULZER
Typoszereg XFP PE1-PE3 Wirnik Vortex impeller
Liczba topatek 6 Srednica wirnika 225 mm
Wolny przelot o wielkosci 100 mm Kréciec ssawny DN100
Kréciec ttoczny DN100
Dane silnika
Napigcie nominalne 400 V Czestotliwos¢ 50,0 Hz
Moc nominalna P2 6 kW Nominalna predko$¢ obrotowa 1470 1/min
Liczba biegunéw 4 Sprawnosé 9,8 %
Wspotczynnik mocy 0,71 Prad nominalny 13,6 A
Prad rozruchowy 88,4 A Nominalny moment obrotowy 39 Nm
Moment rozruchowy 82 Nm Stopien ochrony IP 68
Klasa izolacji H Liczba rozruchow na godzine 15
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Numer charakterystyki

Charakterystyka odniesienia
XFP100E VX 50HZ

Charakterystyki pompy
XFP100E VX 50HZ

SULZER

DN100

Ubytek cisnienia na wyph@vestotliwosc

50 Hz

Norma testowa

Nominalna predkos¢ obrddadiea

Gestosé
998,3 kg/m?

Lepkos¢
1,005 mm?/s

ISO 9906 Gr 2 Annex A1/A2

1474 1/min

11-08-2015
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4,85 kW
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Wirnik
Vortex impeller

Srednica wirnika Liczba topatek
225 mm 6

Wielkos$¢ ziarna
100 mm

Zmiana

Sulzer reserves the right to change any data and dimensions without prior notice
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Numer charakterystyki

Charakterystyka odniesienia

Charakterystyki pompy

XFP100E VX 50HZ

SULZER

XFP100E VX 50HZ
Ubytek cisnienia na wyph@vestotliwosc
DN100 50 Hz
Gestosé Lepkosé¢ Norma testowa Nominalna predkos$¢ obrdiatza
998,3 kg/m? 1,005 mm?/s ISO 9906 Gr 2 Annex A1/A2 | 1474 1/min 11-08-2015
Przeptyw Wysoko$¢ podnoszilsia znamionowa Sprawnos¢ hydrauliczng NPSH
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Srednica wirnika Liczba topatek Wirnik Wielkos¢ ziarna Zmiana
225 mm 6 Vortex impeller 100 mm
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Czestotliwose

50 Hz Charakterystyki silnika SULZER
PE60/4-E-50HZ

Moc znamionowa |Wspdtczynnik serwisghgminalna predkosc¢ dbcatmasiegunow Napiecie nominalne | Data
6 kW 1 1470 1/min 4 400V 11-08-2015
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Symbol Nie obcigzony 25 % 50 % 75 % 100 % 125 %
P2/ kW 0 1,5 3 4,5 6 7,5
P1/ kW 0,4358 1,854 3,414 5,03¢ 6,679 8,472
/A 8,997 9,214 10,07 11,58 13,59 16,3
Ccos ¢ 0,06992 0,2904 0,4892 0,630¢ 0,709¢ 0,7501
n/ 1/min 1500 1492 1484 147¢ 1468 146C
s/ % 0 0,5333 1,067 1,6 2,133 2,667
M/ Nm 0 9,6 19,3 29,11 39,03 49,05
n/% 0 80,92 87,88 89,32 89,83 88,53
Tolerancja mocy wg VDE 0530 T1 12.84 for rated power
Prad rozruchowy Moment rozruchowy Moment bezwtadno$ci Liczba rozruchéw na godzine
88,4 A 82 Nm 0,0317 kg m? 15
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